
HYCON HPD
POST DRIVER

HYDRAULIC POST DRIVER HPD

Item no. HPD, 30 l.p.m. 1010700

Item no. Remote valve, hose and trigger lock 4142600

Item no. Trigger valve kit 4142828

Weight, kg 28,2

Oil flow, l.p.m. 20-30

Working pressure, bar 100

Max pressure relief valve, bar 160

Noise level 1m LPA dB 96

Vibration level (3 axis) m/s² 9,4

Adaptors: Capacity up to 130 mm pole  
or steel profile (depending on the  
ground conditions)

Square, mm 65x65, 110x110

Round, mm ø60 + ø80 + ø105 + ø130

Other sizes/profiles Available on request

Remote valve Yes

The benefits of a HYCON HPD post driver are many:
• High power
• Can be used in all kinds of weather 
• Can be used under water 
• Requires no maintenance.

PRODUCT FEATURES

THE HYCON PRODUCT RANGE
CUT-OFF AND RING SAWS  ·  CORE DRILLS ·  POST DRIVERS  ·  PICK HAMMER  ·  LIGHT & HEAVY DUTY BREAKERS 

SUBMERSIBLE PUMPS   ·  ROCK DRILLS   ·  UNDERWATER EQUIPMENT   ·  GASOLINE, DIESEL AND ELECTRIC POWER PACKS

DISTRIBUTOR:

Typical use for the post driver is fencing, sign posts, forestry, 
vineyards and several others. 

Use it with any hydraulic power source, or in combination 
with the HYCON HFD oil flow divider. Alternatively, use one 
of the perfect fittings for HYCON HPP power packs.
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HYCON A/S
Juelstrupparken 11
DK-9530 Støvring

Tel +45 9647 5200
Fax +45 9647 5201
www.hycon.dk

Standard Adaptors Item no.

Square 65x65 mm 4012570

Square 110x110 mm 4012836

Round ø 60 mm 4012575

Round ø 80 mm 4012585

Round ø 105 mm 4012837

Round ø 130 mm 4012838

Other adaptors on request

ACCESSORIES

Remote valve including hoses 
and quick release couplers 

4142828

Remote valve

Standard adaptor


